NdFeB Magnet
Grade GSNS-38UH
Anisotropic Sintered

TS 5 1400
—Diermag 25°C 20 . (mT)
m—emag S0°C
Demag 75°C
/A 1200
1.0
1000
o 800
600
0.5
BH(max)
KI/m3
300 77‘/* 400
285 7 —
70 4
255 / 7
240
200
H(KA/m)
0
-1100 -900 -700 -500 -300 -100
MATERIAL DATA
Magnetic values 20°c Mechanical values 20°c
Maximum Energy Product Typ KUm® 303 Typ glem®  7.50
Remanence Typ mT 1255 Elasticity Modulus Typ 10°N/MM? 135
Br Min 1220 Compressive Strength Typ N/mm? 980
Reversible temp Typ -%/°c 0.1 Flexural Strength Typ N/mm? 260
coefficient of Br Spec. Heat Capacity Typ J/(kg-K) 410
Reversible temp Typ -%/°c 0.55 Thermal Conductivity Typ W/mK 7
coefficient of Hcj
He Typ kA/m 955
L He, Min kA/m 907
Coercivity
H Typ kA/m 1990
Hg Min KA/m 1990
Curie temperature Min °c 380
Max operating temp Typ °c 160
Magnetising field strength Typ kA/m 8000
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